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TECHNICAL SPECIFICATION

PRODUCT STRUCTURE

Film    Textured White Matte PET

Adhesive   Re-positionable Acrylic  
    (Pressure Sensitive)

Release Liner   120gsm 1 Side Siliconised Clay   
    Coated Kraft Liner

PRODUCT CHARACTERISTIC

Film Thickness   

Adhesive Layer

Outdoor Durability  Internal Use Only

Application Temperature

Service Temperature Range

Slip Ratings   R10 (DIN 51130:2010)

    Unprinted - (EN 13036-4)
     Low Slip Potential; Dry: 65 

     Moderate Slip Potential; Wet: 37

    Printed - (EN 13036-4)
     Low Slip Potential; Dry: 63 

     Moderate Slip Potential; Wet: 36 

    
Fire Rating   

Shelf Life   2 years

Storage Conditions
    40 - 65% Relative Humidity

8.2 mil

(205 )

Polar® Floor PET 170 is a 170µ (6.8 

® Floor PET 

slip test. 

OPTIMISED ADHESIVE FOR 
FLOOR GRAPHICS TO GIVE EASY 
APPLICATION AND REMOVAL.

NO NEED FOR OVERLAMINATE

Polar R

Floor PET 170

*PRINTING RECOMMENDATIONS
UV and Latex inks offer the greatest 

to the variance of solvent inks it is 
recommended scuff resistance is tested 
prior to installation.For more information, 

performance and warranty 
guidelines please contact your 
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installation.

Durban
Unit 1, Janic Park,
30 Moreland Drive, Redhill
Durban, Kwa-Zulu Natal,
South Africa
consumables@midcomp.co.za
Tel: +27 (0) 10 020 9999

Cape Town
Unit 1, 4 Platinum Close,
Phoenix, Cape Town
Western Cape,
South Africa
cptorders@midcomp.co.za
Tel: +27 (0) 21 552 3453

Johannesburg
Unit 21, Hylauma Street,
Fern Towers, Ferndale,
Randburg, Gauteng
South Africa
consumables@midcomp.co.za
Tel: +27 (0) 10 020 9999


